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CAT.NO.350-040
Very-Heavy Flying Boat Project

Проект надважкого літаючого човна

  У 1943р військова ситуація на Тихому океані стала складатися не на користь Японської Імперії. Японський 
транспортний флот перетворився в легку мішень для кораблів і підводних човнів союзних сил. З огляду на 
втрату авіаносців в 1942 під час битви при атолі Мідуей і нездатність промисловості Японії в короткі терміни 
відшкодувати втрати, транспортні конвої виявилися практично без захисту від ударів з повітря. Ситуація, що 
склалася ставила під загрозу постачання численних гарнізонів японської армії на островах Тихого океану. Так 
само ставала неможливою змога перекидання військ між метрополією і театрами бойових дій. У зв'язку з 
нездатністю змінити ситуацію, що склалася влада Японії розглядали будь які нетрадиційні технічні рішення 
здатні запобігти повної поразки армії поза метрополією. 
  Одним з таких рішень був проект гігантського літаючого човна, здатного одним рейсом вирішити проблему 
постачання навіть великого гарнізону. В кінці 1943р. концерн Kawanishi Aircra� Company отримав завдання 
від Імператорського флоту Японії на розробку 500-тоного літаючого човна, здатного забезпечувати 
вантажами гарнізони по всьому Тихоокеанському регіону. Проект отримав позначення - «КН-03». Щоб 
прискорити розробку за основу конструкції взяли літак що серійно випускався і добре себе зарекомендував 
- Н8К «Emily». Новий проект крім розмірів повинен був мати більш розвинену механізацію крила для 
забезпечення добрих злітно-посадочних характеристик. Також двигуни були перенесені на верхню частину 
крила і встановлені на пілонах, що захищало гвинти від впливу води при зльотах і посадках у відкритому 
океані. Літак повинен був мати розмах крила 180м, довжину фюзеляжу 162м. Висота досягала 35,5м. 
Головною проблемою для конструкторів був вибір двигунів. Необхідного по потужності і витраті палива 
двигуна в Японії не було. Було прийнято рішення оснастити проект дванадцятьма турбогвинтовими 
двигунами Rikugun Kokugijutsu Kenkyuuju (RKK) Ne 201, кожен з яких повинен був видавати 1870 к.с . 
Додатково на зльоті і посадці повинні були використовуватися чотири турбореактивні двигуни Mitsubishi Ne 
330 (ліцензійна копія німецьких двигунів BMW) .    
  Однак технічні проблеми не дозволили створити турбогвинтові двигуни навіть до кінця війни. Крім цього 
загальний дефіцит ресурсів у Японії, що знаходилася в блокаді, напевно не дозволив би будувати настільки 
гігантські літаки. З огляду на це проект КН-03 був приречений з самого початку розробки і літак, який міг 
стати найбільшим з усіх побудованих в світі, так і залишився одним з нереалізованих проектів Другої світової 

Kawanishi KX-03

By 1943, the military situation in the Pacific Ocean began to develop not in favor of the Japanese Empire. 
The Japanese transport fleet has become an easy target for allied ships and submarines. Considering the 
loss of aircraft carriers in 1942 during the Battle of Midway Atoll and the inability of Japanese industry to 
recover the losses in a short time, the transport convoys found themselves practically without protection 
from air strikes. The resulting situation jeopardized the supply of the numerous garrisons of the Japanese 
army on the islands of the Pacific Ocean. It also became impossible to transfer troops between the 
metropolis and theaters of operations. In connection with the inability to change the current situation, the 
Japanese authorities considered any unconventional technical solutions that could prevent the complete 
defeat of the army outside the metropolis. One of these solutions was the project of a giant flying boat, 
capable of solving the problem of supplying even a large garrison in one flight. At the end of 1943, the 
Kawanishi Aircraft Company was commissioned by the Imperial Japanese Navy to develop a 500-ton 
flying boat capable of supplying cargo to garrisons throughout the Pacific region. The project received the 
designation - "KX-03". To speed up the development, the serially produced and well-proven flying boat 
H8K "Emily" was taken as the basis for the aircraft design. In addition to size, the new project was 
supposed to have more advanced wing mechanization to ensure good takeoff and landing 
characteristics. Also, the engines were moved to the upper part of the wing and installed on pylons, which 
protected the propellers from water during takeoffs and landings in the open ocean. The aircraft was 
supposed to have a wingspan of 180m, a fuselage length of 162m. The height reached 35.5 m. The main 
problem for the designers was the choice of engines. The engine required in terms of power and fuel 
consumption was not available in Japan. It was decided to equip the project with twelve turboprop 
engines Rikugun Kokugijutsu Kenkyuuju (RKK) Ne 201, each of which was supposed to produce 1870 
hp. Additionally, four Mitsubishi Ne 330 turbojet engines were to be used during takeoff and landing 
(licensed copy of German BMW engines) ... However, technical problems did not allow the creation of 
turboprop engines even by the end of the war. In addition, the general scarcity of resources in the 
blockade of Japan would certainly not have allowed the construction of such gigantic aircraft. In view of 
this, the KX-03 project was doomed from the very beginning of development and the aircraft, which could 
become the largest of all built in the world, remained one of the unrealized projects of the Second World 
War.
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